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The RFID Book Return Kiosk is a free 
standing lockable kiosk device, on wheels 
for portability. It is designed for simplified 
deployment and 24 x 7 operation, and can be 
deployed either inside or outside in a covered 
environment.

It interfaces with the library management 
system to accept the return of library 
resources that are out on loan. The Return 
LED will light up when returning item is 
detected.

The kiosk can be configured to send an email 
or SMS to a library staff member when the 
bin fullness level reaches a certain threshold.

RFID Book Return Kiosk

Arcus is Smart Options

The kiosk is designed to receive books without damage as they 
drop into the internal bin which has a infrared camera controlled 
self leveling platform. A bin full alert can optionally be sent by 
email or SMS to a library staff member. Optionally the internal 
shutter can lock when the bin is full so more resources are not 
accepted. Staff can withdraw the bin easily to remove the books 
and the platform will raise automatically preventing the need for 
staff to bend over to retrieve items.

Technical Specifications

Dimensions 630 (W) x 810 (D) x 1400 (H) mm

Weight 60 KG  (without books in the bin)

Internal Bin Size 514 (W) x 564 (D) x 633 (H) mm

Supply Voltage AC 100-240V, 300W max, 2A

Indicators Integrated LED indicator (customisable)

RFID Reader UHF 860–928Mhz (Depending on region)

Protocol ISO-18000-6C (EPC Class 1/Gen2) , all Gen2 
compliant (ISO-18000-6c) RFID tags

Connectivity Ethernet (TCP/IP) , optional: Wifi, 4G

External Finish Smooth laminated surface

RFID Antenna Circular polarized, 4Dbi

Main features:

• Motorised self-leveling bin
• LED return/full alert
• Allows pasting of external vinyl
• Low power consumption


